
DOG CRATE PARTS LIST AND 
ASSEMBLY INSTRUCTIONS



It is not necessary to unpack the box before assembly. It is packaged and labeled for you so each piece is removed as needed. »

Assembly of the crate can be done with one person, but some steps are easier with a helper.  »

All necessary tools are included in the hardware bag kit. »

If you prefer to use a cordless driver, use a 1/8” hex bit and a low torque setting to prevent stripping the bolt head. »

The crate is assembled upside down and turned over in the last step. »

Step 1 - Hardware Bag Kit

Locate the 1/8” allen wrench and box wrench. All hardware is 

one size and will only require these two tools. Remove the eight 

(8) black corners. Identify the four (4) male and four (4) female 

corners.  

All bolts will be inserted from the outside with the acorn nut 

on the interior of the crate, unless noted otherwise.

Step 2 

Remove piece ‘A’ (top) and place it on a flat surface with the 

handles facing down. Attach male corner with one (1) fastener 

as shown. Only finger tighten in this step. Repeat on remaining 

three corners.

Step 3

Remove piece ‘B’ (front) and place it on either open end of ‘A’ 

(top), with the flange down and the silver latch facing out. Finger 

tighten four (4) fasteners in each corner and one (1) in the center 

of bottom flange. Tighten all fasteners on ‘B’.

Step 4

Remove piece ‘C’ (back) and place it on the open end of ‘A’ (top) 

with the flange down. Finger tighten four (4) fasteners in each 

corner and one (1) in the center of bottom flange. Tighten all 

fasteners on ‘C’ (back).
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Step 5

Remove piece ‘D’ (side) and slide it into the lip on either side 

panel with vent holes towards the floor. Starting in the top two (2) 

corners of ‘D’, finger tighten six (6) fasteners. Only finger tighten 

in this step Repeat on other side.

Step 6

Remove airline rail ‘E’.  The airline rail has six (6) threaded holes. 

Finger tighten bolts from the inside of the crate, starting with the 

top center hole. Tighten all fasteners on ‘D’ and ‘E’ Repeat on 

other side.

Step 7

Remove piece ‘F’ (bottom) and attach female corner with one (1) 

bolt and nut as shown. Finger tighten. Repeat on remaining three 

(3) corners. Fit piece ‘F’ on to the top of the crate as shown. Finger 

tighten all remaining fasteners on ‘F’ and female corners. Tighten 

all fasteners.

Note: This step is best to have a helper reach in the crate to 

hold the box wrench. 

Step 8

Use care in turning the crate over, and it is ready for use.
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